
The Standard for Refrigerated
Distribution Providing...
• Greatest Value
• Exceptional Durability
• Superior Temperature Holding

Capacity
• Numerous Features and Options

Required for Refrigerated
Distribution

Refrigerated Truck Bodies

Ultra T ruck Bodies Designed to Meet the Needs of
Multi-Stop, Multi-T emp Refrigerated Distribution
Multi-stop, multi-temp distrIbUtion routes put special demands on 
refrigerated truck bodies. The frequent loading and unloading experienced
in distrIbution, the rough city streets, and hard daily rental service test a
unit’s toughness and durability.

With multi-stop routes there is frequent opening and closing of doors,
requiring better temperature holding properties. Compartmentalization 
is needed to handle cargos with different temperature requirements.
Driver safety during loading and unloading is always a key consideration.
Kidron builds Ultra Truck Bodies to meet these needs.

Watertight Floors
Extruded aluminum duct, dairy
and cargo floors are fully welded
to ensure they are watertight.
Steel or aluminum treadplate
floors are available. Optional 
lift truck floor support packages
are available.

Driver Safety and
Convenience Features
Include a level-entry rear 
threshold with anti-slip surface.
A variety of walk ramps are 
available to enhance driver
entrance and egress.

Ultra-Insulated Walls
Your energy costs are lower, 
and your cargo gets the best
protection possible with up 
to 5” of foamed-in-place 
non-CFC polyurethane 
insulation. It’s the industry’s 
top insulation package.

T H E I N N O V A T O R S T H E I N N O V A T O R S

Heavy-duty rear frame
is made from stainless
steel and is the strongest
in the industry.

Up to 5Ó of foamed-in-
place non-CFC insulation
fills the entire cavity
between aluminum outer
skin and interior liner,
totally surrounding 
the cargo.

Pressure-Pillow Seals
virtually eliminate air
leakage with hinged
panel doors.
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SPECIFICATIONS
3” INSULATION INSIDE DIMENSIONS 4” INSULATION INSIDE DIMENSIONS

BODY INSIDE INSIDE INSIDE CUBIC INSIDE INSIDE INSIDE CUBIC
LGH HGT LENGTH HEIGHT WIDTH FEET LENGTH HEIGHT WIDTH FEET

9 FT - 84” 108” 78 1/2” 88 1/2” 434 107” 77 1/2” 86 1/2” 415
- 90” 108” 84 1/2” 88 1/2” 467 107” 83 1/2” 86 1/2” 447

10 FT - 84” 120” 78 1/2” 88 1/2” 482 119” 77 1/2” 86 1/2” 461
- 90” 120” 84 1/2” 88 1/2” 519 119” 83 1/2” 86 1/2” 497

12 FT - 84” 144” 78 1/2” 88 1/2” 579 143” 77 1/2” 86 1/2” 554
- 90” 144” 84 1/2” 88 1/2” 623 143” 83 1/2” 86 1/2” 597
- 96” 144” 90 1/2” 88 1/2” 667 143” 89 1/2” 86 1/2” 640

14 FT - 84” 168” 78 1/2” 88 1/2” 675 167” 77 1/2” 86 1/2” 648
- 90” 168” 84 1/2” 88 1/2” 727 167” 83 1/2” 86 1/2” 698
- 96” 168” 90 1/2” 88 1/2” 778 167” 89 1/2” 86 1/2” 748
- 102” 168” 96 1/2” 88 1/2” 830 167” 95 1/2” 86 1/2” 798

16 FT - 84” 192” 78 1/2” 88 1/2” 772 191” 77 1/2” 86 1/2” 741
- 90” 192” 84 1/2” 88 1/2” 831 191” 83 1/2” 86 1/2” 798
- 96” 192” 90 1/2” 88 1/2” 890 191” 89 1/2” 86 1/2” 855
- 102” 192” 96 1/2” 88 1/2” 949 191” 95 1/2” 86 1/2” 913
- 108” 192” 102 1/2” 88 1/2” 1008 191” 101 1/2” 86 1/2” 970

18 FT - 84” 216” 78 1/2” 88 1/2” 868 215” 77 1/2” 86 1/2” 834
- 90” 216” 84 1/2” 88 1/2” 935 215” 83 1/2” 86 1/2” 898
- 96” 216” 90 1/2” 88 1/2” 1001 215” 89 1/2” 86 1/2” 963
- 102” 216” 96 1/2” 88 1/2” 1067 215” 95 1/2” 86 1/2” 1027
- 108” 216” 102 1/2” 88 1/2” 1134 215” 101 1/2” 86 1/2” 1092

20 FT - 84” 240” 78 1/2” 88 1/2” 965 239” 77 1/2” 86 1/2” 927
- 90” 240” 84 1/2” 88 1/2” 1038 239” 83 1/2” 86 1/2” 999
- 96” 240” 90 1/2” 88 1/2” 1112 239” 89 1/2” 86 1/2” 1070
- 102” 240” 96 1/2” 88 1/2” 1186 239” 95 1/2” 86 1/2” 1142
- 108” 240” 102 1/2” 88 1/2” 1260 239” 101 1/2” 86 1/2” 1214

22 FT - 84” 264” 78 1/2” 88 1/2” 1061 263” 77 1/2” 86 1/2” 1020
- 90” 264” 84 1/2” 88 1/2” 1142 263” 83 1/2” 86 1/2” 1099
- 96” 264” 90 1/2” 88 1/2” 1223 263” 89 1/2” 86 1/2” 1178
- 102” 264” 96 1/2” 88 1/2” 1304 263” 95 1/2” 86 1/2” 1257
- 108” 264” 102 1/2” 88 1/2” 1386 263” 101 1/2” 86 1/2” 1336

24 FT - 84” 288” 78 1/2” 88 1/2” 1158 287” 77 1/2” 86 1/2” 1035
- 90” 288” 84 1/2” 88 1/2” 1246 287” 83 1/2” 86 1/2” 1199
- 96” 288” 90 1/2” 88 1/2” 1335 287” 89 1/2” 86 1/2” 1285
- 102” 288” 96 1/2” 88 1/2” 1423 287” 95 1/2” 86 1/2” 1372
- 108” 288” 102 1/2” 88 1/2” 1512 287” 101 1/2” 86 1/2” 1458

26 FT - 84” 312” 78 1/2” 88 1/2” 1254 311” 77 1/2” 86 1/2” 1206
- 90” 312” 84 1/2” 88 1/2” 1350 311” 83 1/2” 86 1/2” 1299
- 96” 312” 90 1/2” 88 1/2” 1446 311” 89 1/2” 86 1/2” 1393
- 102” 312” 96 1/2” 88 1/2” 1542 311” 95 1/2” 86 1/2” 1486
- 108” 312” 102 1/2” 88 1/2” 1638 311” 101 1/2” 86 1/2” 1580

NOTE: The above dimensions are for an overhead rear door. Add 2” to inside length when using a panel/swing rear door.

Kidron Supplies Profitable Solutions to the Refrigerated
Distribution Industr y

Since 1946, Kidron Inc. has had but one mission: To build the finest refrigerated distribution truck bodies and trailers
that provide outstanding value. Our mission is accomplished by using state-of-the-art technology, by developing units
that hold temperature better, cut costs and last longer. And, most importantly, by listening to our customers.



Superior Temperature
Management
Capabilities
Ultra Truck Bodies feature the
industry’s top insulation package.
Kidron uses up to 5” of non-CFC
foamed-in-place polyurethane
insulation poured between
glassboard inner walls and 
aluminum outer panels to hold
temperatures better. Plus, Ultra
features Pressure-Pillow Seals
on all hinged doors, a Kidron
exclusive, which virtually 
eliminates air passage.

Frequently, reefers are called
upon to handle frozen and
medium temperature products
at one time. With Ultra Truck
Bodies, it is easy to configure 
a unit with longitudinal and/or
lateral compartments so 
refrigerated cargos requiring 
different temperatures arrive in
excellent condition and are
easily accessible for the driver.

Lightweight
and Rugged
Kidron’s monocoque construction,
makes for a truck body that is
strong, can carry more, lasts
longer, and is lighter in weight.
That means you can carry more
critical cargo, use less fuel and
build productivity.

Ultra Bodies are well protected
outside with pre-painted 
aluminum or stainless steel 
panels, along with stainless steel
rear frames, which resist 
corrosion and cut maintenance.
Easy-to-clean, tough fiberglass
protects the interior during 
loading and unloading. Simply
put, Ultras are better truck bodies
inside and out.

Innovations That Build
Safety, Efficiency, and
Productivity
With Kidron innovations and
improvements in refrigeration
technologies, Ultra Truck Bodies
continue to improve. It’s always
been our goal to help you 
deliver perishable and frozen 
cargos in optimum condition,
help drivers work safely, keep
operating costs in line, and 
manage multi-stop routes 
more efficiently.

Today, no one tops Ultra 
when it comes to temperature 
management, durability, 
flexibility, driver safety, and 
long-term value. These are some
of the reasons so many value-
seeking companies have made
Kidron Ultra Truck Bodies the
reefer of choice for multi-stop
distribution.

Pressure-Pillow Seal
Doors (PPSª )
Another Kidron exclusive, PPS
doors virtually eliminate air 
passage. Cold stays in, heat 
stays out. Two seals at 90° angles
make the difference (see inset).

Full-Length Center
Partitions Available
The option to order your Ultra
Truck Body with a full-length
center partition permits setting
up adjustable compartments
with different temperatures and
permits loading and unloading
through the rear door providing
even great flexibility with
improved driver productivity
and safety.

T H E I N N O V A T O R S

High-strength steel
refrigeration frame is
an integral part of the
front wall.

Radiused aluminum
front Corner Post, Roof
Rail and Corner Caps
maximize aerodynamics.
They reduce drag and
fuel costs.

Fully welded, 
extruded aluminum
floors are watertight
and durable, while
optional I-beam inserts
add strength for 
heavy-duty service.

KIDRON...
THE
INNOVATORS

The
Refrigerated
Truck Body
For Class
5, 6, 7 & 8
Chassis

T H E I N N O V A T O R S

SIDE DOOR STEP, PLATFORM, REEFER LADDER
and CABWALK OPTIONS

REAR BUMPER and STEP OPTIONS

Self Storing Single Step
Steel Stirrup Step with
Slide-Out Platform

Deluxe
Self Storing Step and Platform Self Storing Double Step

Steel Stirrup Step
Steel Stirrup Step 
on Dock Extension Reefer Ladder and Cabwalk

Reefer Folding Steps,
Grab Handle and Cabwalk

Rear Impact Bumper
Rear Impact Bumper
with Center Step

Full Width
Rear Impact Bumper

Rear Impact Bumper
with Center Step
and Oak Filled Dock Extension

Full Width Rear Impact Bumper
with Oak Filled Dock Extension

12” Dock Extension and Curbside
Stairway with Rear Impact Bumper

Dock Extension with 2 Step
Center Stairway and Cover Plate

Dock Extension
with 2 Step Center Stairway

12” Full Width Step Bumper
with Recessed Tail Lights

Rear Impact Bumper
with 2 Step Folding Step

Rear Impact Bumper
with 3 Step Folding Step

HEAVY DUTY RETAINER SECURES
PLATFORM IN STORED POSITION
WHEN DOOR IS CLOSED

HEAVY DUTY RETAINER SECURES
PLATFORM IN STORED POSITION
WHEN DOOR IS CLOSED

34” WIDE PLATFORM (300# CAPACITY)
EXTENDS 22” FOR EASIER ACCESS
WHEN LOADING AND UNLOADING
FROM SIDE DOOR

ALUMINUM TREADPLATE
PLATFORM SURFACE

HEAVY DUTY RETAINER WITH
WEATHERSEAL SECURES STEP
& PLATFORM ASSEMBLY IN 
STORED POSITION WHEN DOOR
IS CLOSED

SERRATED STEEL STEP AND
PLATFORM SURFACES

30” WIDE PLATFORM EXTENDS
24” FOR CONVENIENT
LOADING SURFACE AND
STORES OUT OF THE WAY
INSIDE A FULLY INSULATED
CAVITY WHEN NOT IN USE

HEAVY DUTY RETAINER SECURES
STEP IN STORED POSITION
WHEN DOOR IS CLOSED

PULL OUT STEPS STORE IN 
INSULATED CAVITY WHEN
NOT IN USE

SLIP RESISTANT
STEP SURFACE

SLIP RESISTANT
STEP SURFACE

SLIP RESISTANT
STEP SURFACE

SLIP RESISTANT
STEP SURFACE

OPTIONAL RECESSED GRAB HANDLES
MINIMIZE DAMAGE POTENTIAL 
WHEN DOCKING

SLIP RESISTANT
STEP SURFACE

OPTIONAL SURFACE MOUNTED
GRAB HANDLES

GRIP STRUT SLIP RESISTANT STEPS
PROVIDE ALL WEATHER DRIVER SAFETY

OPEN CENTER FOR
RAMP INSTALLATION

TAIL LIGHTS RECESSED
IN OUTER UPRIGHTS

COVER PLATE STORES
OUT OF THE WAY FOR
CONVENIENT STAIRWAY
ACCESS

COVER PLATE STORES
OUT OF THE WAY FOR
CONVENIENT STAIRWAY
ACCESS

GRIP STRUT SLIP
RESISTANT STEPS

OPTIONAL SURFACE MOUNTED
GRAB HANDLES

HEAVY DUTY STRUCTURAL
STEEL CONSTRUCTION WITH
TREADPLATE STEP SURFACE

RECOMMENDED FOR DOCK
HEIGHTS UP TO 50”

RECOMMENDED FOR DOCK
HEIGHTS UP TO 50”

LOW SURFACE AREA MEANS LESS AIR
RESISTANCE AND HIGHR FUEL EFICIENCY

TREAD-GRIP STEP
BARS MAXIMIZE
DRIVER SAFETY

EXTENDED HEAVY DUTY 8’
LOWER STEP WITH POOCHED
NON-SKID SURFACE

Air Flo Bumper



T H E I N N O V A T O R S T H E I N N O V A T O R S

Provides the Features and Options
to Satisfy Your Unique Needs

There are many other pre-engineered options. Please contact your Kidron sales representative for specification
assistance. We will help you to design the reefer that meets your exact needs.

Full Opening Overhead Door Part Opening Overhead Door 2 Panel Full Opening Door

1 Panel Part Opening Door 2 Panel Part Opening Door 3 Panel Full Opening Door

4 Panel Full Opening Door Swing/Slider Door Sliding Door

REAR DOORS

SIDE DOORS

FLOOR SYSTEMS

1 Panel Door 2 Panel Door Sliding Door Reach-In Door

All Kidron full height swing side doors and rear panel doors feature Pressure-Pillow Seals which virtually eliminate air infiltration.

To meet your needs. Ultra Truck Bodies have three extruded aluminum floor options available. These floors are also available with
non-skid surfaces. In addition, a steel or aluminum treadplate floor can be specified. All kidron Ultra Body floors are fully welded
and watertight.

Cargo Floors—Fully welded and
watertight, built to withstand
abuse—ideal for palletized cargo.
Two floor drains are standard.

Box Floors—Designed for air
circulation under any cargo and
to keep the product dry. Fully
welded and watertight. Four
floor drains are standard.

Dairy Floors—Fully welded,
watertight, and designed for
milk cases and ice cream carts.
Two floor drains are standard.

Steel or Aluminum Treadplate Floors—are also
available. Treadplate floors are fully welded and 
offset to provide side wall protection. This integral
formed wearband can be provided with varying
heights and is secured to the liner forming a 
watertight joint. Two floor drains are standard.

Extruded Aluminum Wearstrips
on Side Walls and Front Wall—
Available in 6”, 12”, 18” and 24”
heights. This specially-designed
wearstrip, which is integral with
the floor, secures the interior liner
and assures a watertight seal.

GROOVED CHANNEL PROTECTS LINER WHILE
KEEPING DIRT AND MOISTURE OUT

6” PLANKS ADDED TO STANDARD FLOOR
RETURN LETS YOU CHOOSE WEARSTRIP
HEIGHTS OF 12” 18” OR 24”.

INTERLOCKING CONSTRUCTION GUARANTEES A
WATERTIGHT SEAL.
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